[image: image1.png]NOTE: CONNECTING THE LEADS INCORRECTLY
MAY RESULTIN THE ELECTRONIC CONTROL UNIT
BEING DAMAGED

- Turn the boiler carefully back to its correct position,
and connect the new electronic control unit as shown
in the diagram on page 25

- Fit the replacement electronic contral unit in place,
and reconnect the electrical cables and gas pipe

Test start the boiler

FITTING ELECTRONIC CONTROL UNIT PART
NO. 7168 01

Part No. 7168 01 is designed to fit all versions of the
model 2480 boiler. The boiler base is available in either
of two versions, one with two slots and one with four.

Where the base is the four-slot version, the electronic
control unit's lugs should be fitted into the outer slots
(see diagram below). The contro! unit should then be
screwed to the glow plug with the screw provided
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- It may sometimes be difficult to replace the electronic
control unitwith the boiler still connecied to the rubber
hoses. Where it proves necessary to remove the
boiler from the compartment, use a pair of pliers to
clamp the hoses, to avoid having to drain the system
completely. Then replace the electronic control unit
and fit the boiler back in position.

Where the base is the two-slot version, with inner slots
only (see diagram below), fit the electronic controtunit's
lugs into the slots

The electranic controtunit should then be screwed to the
glow plug with the screw provided. The unit will be ata
slight angle. but this does net affect its operation





